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StationBox® InSpot Rev NOV-2016

INDOOR HOTSPOT ENCLOSURE MADE FOR MikroTik™

TECHNICAL DATA - STATIONBOX® INSPOT

Materials ABS plastic

Operating Temp. -30 to +60 °C

Flame Rating UL 94 HB

Ceiling Tile Thickness 10 - 14 mm

Weight
0.7 Kg / 1.5 lbs – single piece incl. package 
15.2 Kg / 33.5 lbs – carton (20 pcs) 

Single Unit Retail Package: 6 × 23,5 × 25 cm

20 Units Carton Box: 63 × 50 × 28 cm

PACKAGE CONTENTS
StationBox® InSpot Body
StationBox® InSpot Cover
Mounting Bracket for RB411/RB711/RB912
Mounting Bracket for RB751/RB95x
Plastic Screw
4x Screw & Wall Plug
2x Omni-Directional Dual-Band Antenna

www.rfelements.com

StationBox® InSpot 
Bundle with 2 antennas

StationBox® InSpot Bundle with two Omni-Directional  
Dual-Band Antennas is indoor enclosure designed for 
building of wireless hotspots. StationBox® InSpot directly 
supports MikroTik™ RouterBoard™ RB912, RB711,RB411, 
and hAP ac. InSpot enables installation on the firm wall or 
on the ceiling tile.

COMPATIBLE WIRELESS PLATFORMS

MikroTik™ RouterBoard™ RB912, RB711, RB411, hAP ac

Antenna Connector MMCX

Gain 2.4 GHz  2dBi / 5 GHz  3dBi

Type Dipole

Polarization Linear Vertical

VSWR ≤ 2.0 

Frequency 2.4-2.5 GHz / 5.1-5.8 GHz

Max Power 5 W

Weight 10 g

Size L 89 mm / ø 7.6 mm

PRODUCT DIMENSIONS

TECHNICAL DATA - OMNI-DIRECTIONAL DUAL-BAND ANTENNA
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